
WEAR COURSE 40 mm - HL-3 OR
SUPERPAVE 12.5 ASPHALTIC CONCRETE

WEAR COURSE 50 mm - HL-8 OR
SUPERPAVE 19 ASPHALTIC CONCRETE

BASE 150 mm - OPSS GRANULAR A CRUSHED STONE

SUBBASE 400 mm - OPSS GRANULAR B TYPE II

SUBBASE 400 mm - OPSS GRANULAR B TYPE II

WEAR COURSE 50 mm - HL-3 OR
SUPERPAVE 12.5 ASPHALTIC CONCRETE

BASE 150 mm - OPSS GRANULAR A
CRUSHED STONE

SUBBASE 300 mm - OPSS GRANULAR B TYPE II
SUBGRADE - EITHER FILL, IN-SITU SOIL

OR OPSS GRANULAR B TYPE I
OR MATERIAL PLACED OVER IN-SITU SOIL OR FILL

MONOLITHIC CONCRETE CURB
AS PER DETAIL 02

CONCRETE PIPE
600mmØ

INTERLOCKING CONCRETE
BLOCKS 0.6x0.6x1.2m

25 mm CLEAR STONE
VARIABLE SLOPE

DRY ENHANCED SWALE
(SEE DETAIL 01)

REINFORCED CONCRETE 35 MPa 250 mm
TOP MAT. 15M @ 300 mm O/C EACH WAY
BOTTOM MAT. 15M @ 300 mm O/C EACH WAY
COVER : 65 mm TOP, 75 mm BOTTOM
DOWEL BARS : 25 mm Ø x 600 mm LONG @ 300mm O/C,
EPOXY-COATED AT CONSTRUCTION JOINTS

SUBBASE 300 mm - OPSS GRANULAR B TYPE II

SOIL MIX
0.10m THICK

25 mm CLEAR STONE

NON-WOVEN GEOTEXTILE
(300 mm OVERLAP ON TOP OF TRENCH)

GRASS

SIDE SLOPE 2:1

SIDE SLOPE 4:1

FINAL GRADE TO
EXISTING GROUND

DETAIL 01 _ DRY SWALE
SCALE : 1/50
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DETAIL 02 _ MONOLITHIC REINFORCED CONCRETE
CURB AND SIDEWALK
SCALE : 1/50

REINFORCING MESH
150x150 mm MW9.1xMW9.1

150 mm GRANULAR "A"
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WHEN STAIR IS
REQUIRED

150 mm CONCRETE

APPROVED NON-EXTRUDING
PREMOULDED FIBREBOARD FOR FULL

DEPTH OF CONCRETE
BUILDING SIDE4 #10M

#10M AT 0.3 m C.C.
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